
624 

Firesleeve 
 

 
Firesleeve will protect 
hose from direct flame. 
Firesleeve is constructed 
of a uniform single layer 
of braided fiberglass tub- 
ing impregnated with 
flame resistant silicone 
rubber. Temperature 
range of 
-65°F to +500°F. 

 
For use with hose: 
see pages 300-308. 

 
PART # I.D. CLAMP # 

 mm in. (2 required) 
624-5 7,9 .31 FF9217-0622S 
624-7 11,2 .44 FF9217-0622S 
624-8 12,7 .50 FF9217-0622S 
624-9 14,2 .56 FF9217-0622S 
624-10 15,7 .62 FF9217-0622S 
624-11 17,5 .69 FF9217-0622S 
624-12 19,0 .75 FF9217-0622S 
624-13 20,6 .81 FF9217-0622S 
624-14 22,3 .88 FF9217-0622S 
624-16 25,4 1.00 FF9217-0622S 
624-18 28,4 1.12 FF9217-0622S 
624-20 31,7 1.25 FF9217-0648S 
624-22 35,0 1.38 FF9217-0648S 
624-24 38,1 1.50 FF9217-0648S 
624-26 41,1 1.62 FF9217-0648S 
624-28 44,4 1.75 FF9217-0648S 
624-30 47,7 1.88 FF9217-0648S 
624-32 50,8 2.00 FF9217-0648S 
624-38 60,4 2.38 FF9217-0648S 
624-42 66,5 2.62 FF9217-0648S 
624-46 73,1 2.88 FF9217-0664C 
624-50 79,2 3.12 FF9217-0664C 
624-54 85,8 3.38 FF9217-0664C 
624-60 95,2 3.75 FF9217-0664C 
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