Boston by Danfoss M
Core Industrial hose products

Suction & Discharge

EHP150
Fossa
Application Construction Operating temperature
- For suction and discharge of petroleum Tube  NBR rubber (RMA Class A) -35°C to +82°C
products Reinforcement (-31°F to +180°F)

High-tensile synthetic textile with a

For use with petroleum products with dual steel helical wire and anti-static

aromatic content up to 50%.
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copper wire
Markets Cover Abrasion and weather resistant
« Petroleum industry NBR rubber blend
- Paper/pulp industry
- Oil and gas exploration Color  Black
- Ship building o
< Tank trucks Certification

RMA Class A

- Waste hauling
- Batch plants

Operating Min. Burst Minimum
Hose I.D. Hose O.D. Pressure Pressure Bend Radius Vacuum Weight
mm in mm in bar psi bar psi mm in kPa in/Hg kg/m Ibs/ft mtr ft
EHP150-12BK-100 190 075 30.0 1.18 105 150 315 450 90 375 94.8 28 0.58 0.39 30.5 100
EHP150-16BK-100 254 1.00 36.0 141 105 150 315 450 110 433 94.8 28 0.71 0.48 30.5 100

EHP150-20BK-100 318 125 430 169 10.5 150 315 450 140 551 94.8 28 0.91 061 305 100
EHP150-24BK-100 38.1 1.50 490 193 10.5 150 315 450 170 6.69 94.8 28 117 0.79 30.5 100
EHP150-32BK-100 508 200 630 248 10.5 150 315 450 250 984 94.8 28 1.65 1.11 30.5 100
EHP150-40BK-100 635 250 760 299 10.5 150 315 450 310 1220 94.8 28 2.13 143 30.5 100
EHP150-48BK-100 762 300 890 350 10.5 150 315 450 380 1496 94.8 28 2.76 1.89 305 100
EHP150-64BK-100 1016 4.00 1170 460 10.5 150 315 450 510 20.08 94.8 28 4.06 2.73 305 100
EHP150-96BK-100 1524 6.00 1700  6.69 10.5 150 315 450 790 31.10 94.8 28 7.87 529 30.5 100
EHP150-128BK-100  203.2  8.00 2280 897 10.5 150 315 450 1100 4331 80.0 24 1442 9.69 30.5 100

Coupling info:
Visit PowerSource crimp specs at
danfoss.com/crimp for crimp specifications
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https://www.eatonpowersource.com/crimp-specs/?wtredirect=www.eaton.com/crimp

